PS LIST
FORMULATED FROM 2003 – 2010
PS: 1/2010: 
Performance and Construction of Electric circulating fans and regulators. 4th Revision

This standard applies to the following types of electric motor directly driven fans and their associated regulators intended for use on single- phase a.c. and d.c. circuits not exceeding 250V:

a) Fans for household and similar purpose:

 




    -   ceiling type fans

    -   table type fans,

 




    -   pedestal Fans.



b)  Fans for use in ships:

 




     -  deck-head type fans

  




     - cabin type fans.

Wherever applicable the term “fan” used in this standard includes is associated regulator, if any.

PS: 21- 2003



Refined Cotton Seed Oil (2nd Revision)
This Standard prescribes the requirements and methods of sampling and test for refined cotton seed oil.

PS: 25- 2003



Refined Mustard Oil (1st Revision)

This Standard prescribes the requirements and method of sampling and test for refined mustard oil for edible purpose.


PS: 99- 2010



Refined Coconut oil Edible Grade (2nd Revision)
This Standard prescribes requirements for refined Coconut Oil Edible Grade only.  


PS: 100- 2003



Refined ground nut oil (1st Revision)
This Standard prescribes the requirements and method of sampling and test for refined ground nut oil. 

PS: 221- 2010



Banaspati (4th Revision)

This Pakistan Standard prescribes the general requirements and sampling for Banaspati.  

PS: 223- 2007



Edible Ground Nut Floor Expeller Type 

(1sr Revision)

This Pakistan Standard prescribes the general requirements and sampling for Edible Ground Nut Floor Expeller Type (1sr Revision).

PS: 253/2010 
Methods of Measurement performance of electric Kettle and jugs for house hold and similar use. 1st Revision

This Pakistan standard applies to electric kettles and jugs for household and similar use with a capacity up to 2.51.

PS:   275-2007
Handloom cotton Duster, Grey Striped and checked 


(1st Revision.

PS: 383- 2003



Biscuits (excluding wafer biscuits) (2nd Revision)

This Standard prescribes the essential requirements method of test for the biscuits baked from dough. 

PS: 417/2010 
Metallic and other inorganic coatings. Electroplated silver and silver alloy coatings for engineering purpose specification and test methods. 1st Revision 

This Pakistan standard specifies requirements for decorative nickel, nickel plus chromium, copper plus nickel and copper plus nickel plus chromium coatings that are applied to iron, steel, zinc alloys, copper and copper alloys, and to aluminium alloys, to provide an attractive appearance and enhanced corrosion residence. Coating designations are specified that differ in thickness and type, and guidance is given on selecting the coating designation appropriate for the service conditions to which the coated product will be exposed.

PS: 418/2010 
Metallic and other inorganic coatings of Nickel, Nickel plus, chromium, copper plus nickel and of copper plus Nickel plus chromium. 1st Revision

This Pakistan standard specifies requirements for decorative nickel, nickel plus chromium, copper plus nickel and copper plus nickel plus chromium coatings that are applied to iron, steel, zinc alloys, copper and copper alloys, and to aluminium alloys, to provide an attractive appearance and enhanced  residence. Coating designations are specified that differ in thickness and type, and guidance is given on selecting the coating designation appropriate for the service conditions to which the coated product will be exposed.

PS:442-2010 (R)


Kerosene (2nd Revision) 

PS: 503- 2007



Canned, Bottle and pouched Fruits (1st Revision)

This Pakistan Standard prescribes the requirements and the method of sampling for Canned, Bottle and pouched Fruits (1st Revision).

PS: 505- 2007



Canned, Bottle and pouched Vegetables (1st 

Revision)
This Pakistan Standard prescribes the requirements and the method of sampling for Canned, Bottle and pouched Vegetable (1st Revision).

PS: 506- 2010



Fruits Squashes (2nd Revision)

This Standard prescribes the requirements and the methods of sampling for fruits squashes

PS: 514- 2010



Marmalade (2nd Revision)

This Standard applies to Marmalades, and offered for direct consumption, including for catering purpose or for re-packing if required.    

648-2010 ®



Oleic Acid Technical (1st Revision)
PS:1560/2008 


(Re-confirmed) Gas cooking stoves/ Domestic

                                                             Gas Stove

This standard specifies construction, operation, safety requirements and test for domestic gas stove intended for use with natural gas pressure not exceeding 400mm(14”) water column  having a gross calorific value between 32 to 44 MJ/m3.(850-1150 Btu/Cu.ft.)
PS: 1561- 2010


Palm Oil Edible Grade (1st Revision)

This Standard prescribes requirements and method of sampling for palm oil edible grade.


PS: 1562- 2003


Refined maize corn oil (1st Revision)

This Standard prescribes the requirements and the method of test for refined maize corn oil.

PS: 1563- 2003


Refined soya bean oil (1st Revision)

This Standard prescribes the requirements and the method of test for refined soya bean oil.

PS: 1564- 2003


Refined sun flower oil (1st Revision)

This standard prescribes the requirements and the method of test for refined sun flower oil.  

PS: 1612:2007
Steel for the reinforcement of concerete – Weldable 


Reinforcing steel bar, coll and decoiled product  - 


Specifications.


This Pakistan Standard Specifies requirements for

                                                            Ribbed weldable reinforcing steel used for the 

                                                            reinforcement of concrete structures.

PS: 1669- 2008


Iodized Food Grade Salt (2nd Revision)

This standard prescribes the requirements and the method of test for Iodized Food Grade Salt (2nd Revision).

PS: 1688- 2008


Food for Infants and Children

This standard prescribes the requirements for Food for Infants and Children.
 

PS: 1738- 2009


Orange Juice (2nd Revision)
This standard prescribes the requirements for Orange Juice (2nd Revision).

PS: 1739- 2009


Apple Juice (1st Revision)

This standard prescribes the requirements and the method of test for Apple Juice (1st Revision).

PS: 1741- 2010


Curry Powder (2nd Revision)

This Standard prescribes the requirements for Curry powder which is used as a spicing ingredient in the preparation of foods.  

PS: 1742- 2010


Chilli (Red Pepper) Powder (2nd Revision)
This Pakistan Standard Specifies requirements for Chilli (Red Pepper or Lal Mirch) powder. 

PS: 1822- 2007


Refined Sugar & White Sugar (3rd Revision)

This standard prescribes the requirements and the method of test for Refined Sugar & White Sugar (3rd Revision).


PS: 1879



Deformed and Plain Carbon-Steel Bars for Concrete

Reinforcement PS: 1879/87

This specification covers deformed and plain carbon steal bars for concrete reinforcement.

PS: 1932- 2010


Drinking Water (2nd Revision)
This standard prescribes the requirements and the method of test for Drinking Water (2nd Revision).

PS: 1934- 2007


Honey (2nd Revision)

This standard prescribes the requirements and the method of test for Honey (2nd Revision)

PS: 2094- 2003


Cardamom (lesser elaichi)

This Standard Specifies requirements for cardamom, elettria cardamom (linaeous) (ilaichi chhoti ilaichi or lesser cardamom) as whole capsules or as separated seeds 

PS: 2102- 2010


Bottled Natural Mineral Water (3rd Revision)
This Standard applies to all packing natural mineral water offered for scale as food. It does not apply to natural mineral water sold or used for other purpose  

PS: 2858- 2003


Cooking Oil (blended) (1st Revision)

This Standard prescribes the requirements and method of sampling and test for cooking oil (blended).
PS: 2941-



Coal-Tar Pitch used in Roofing Damp proofing, &

                                                            Water proofing PS: 2941/1990

This specification covers two types of coal-for pitch suitable for use in the connection of built up roofing damp-proofing and membrane water proofing systems.

PS: 2961:2010 
Ships and marine technology marine Gyro –compasses (1st revisions of PS:2961/1991).

This Pakistan Standard specifies the construction, performance and type te3sting for gyro-compasses required by chapter Vo of SOLAS, 1974.

PS: 2962:2010
Ships and marine technology – marine Radar reflectors (1st revision of PS: 2962/1991).

This Pakistan Standard Specifies the minimum requirements for a radar reflector intended to enhance returns from small vessels as required by IMO resolution A.384 (X).

PS: 2992- 2010


Spices & Condiments – Determination of Deg of 

Fineness Grinding  Hand



`
This Standard prescribes the test for Spices & 

Condiments – Determination of Deg of Fineness Grinding Hand


PS: 2983- 2003

Refined low erucic acid rapeseed–Mustard canola 

                                                            oil (1st Revision) 

This Standard prescribes the requirements and method of sampling and test for refined low erucic acid repessed (canola oil) from double – low crops .
PS: 3057- 



Penetration-Graded Asphalt Cement for use in

 




Pavement

Construction PS:3057-1991

This specification covers asphalt cement for use in the construction of pavements.

PS: 3109- 2003
                       Yoghurt, (1st Revision)






This Standard applies to yoghurt commercially

                                                            prepared for scale.
PS: 3128-2008
Polypropylene Woven Sacks for Packing (Sugar)



[1st revision].


This standard prescribes the requirement of polypropylene woven sacks suitable for packing services.

PS: 3221-



Crushed Aggregate for Macadam Pavements

 




PS:3221-1992

This specification covers crushed aggregates suitable for use in the construction of dry or water bound macadam base courses.


PS: 3342- 2007


Rice (1st Revision)
This Standard prescribes the requirements and method of sampling and test for Rice (1st Revision).

PS: 3404- 2003


Refined palm kernel oil. (1st Revision)

This Standard prescribes the quality requirements for palm kernel for edible purpose and does not apply to palm kernel oil-olein.
PS: 3525/2010 
Rotating Electrical Machines starting performance of single speed 3-phase induction motors. 1st Revision

This Pakistan standard specifies the parameters for four designs of starting performance of single-speed three-phase 50 Hz or 60 Hz cage induction motors in accordance with IEC 60034-1/PS: IEC 60034-34-1.

PS:3656/2008



(Re-confirmed)Gas fired radiant room heaters

                                                            vented & semi-vented type.

Un-vented and semi-vented heaters are for installation at public places, drawing rooms, dining rooms, living rooms, corridors but not in BED ROOMS. Semi-vented room heaters should be installed in a chimney opening into atmosphere or on the out wall of a room such that a part of products of combustion are vented out the atmosphere.

PS: 3733- 2010


Halal Food Maivagement System Requirements for


any Organization System’ that shall be followed during preparation, processing, packaging, Labelling, handing, distribution  .
PS: 3868-



Air-Entraining Admixtures For Concrete 

                                                            PS:3868/1996

This specification covers material and proposed for use as air entraining admixtures to be added to concrete mixtures.

PS: 3770/2010
Metallic and other inorganic coatings. Electroplated  coatings of zinc with supplementary treatments on iron and steel. 1st Revision

This Pakistan standard specifies requirements for electroplated coatings of zinc with supplementary treatments on iron or steel. It includes information to be supplied by the purchaser to the electroplater, and the requirements for heat treatment before and after electroplating.
PS: 3771/2010
Hot dip galvanized  coating  on fabricated iron and steel articles 

This Pakistan standard specifies the general properties of coatings and test methods for coatings applied by dipping fabricated iron and steel articles (including certain castings) in a zinc melt (containing not more than 2 % of other metals).

PS: 4047-



Inorganic Aggregates for use in Gypsum Plaster

PS:4047/1997

This specification covers perlite, vermiculate industrial and manufactured sand for use as gypsum plaster aggregates.

PS: 4051-



Aggregates for Masonry  Mortar PS:4051-1997


This specification covers aggregates for use in masonry


Mortar PS:4069-2010 Plastic Potable Water (1st Rivision).

PS:4054:2010 
Laboratory glassware- Graduated measuring cylinders (2nd Revision)

This Pakistan Standard specifies dimensions, materials and constructional and metrological requirement of graduated measuring cylinders of tall form (type 1a and type 1b) and of squat form (type 2) al types are suitable for general laboratory use.

Geometrical product specifications (GPS)…Straightness … Part-1: Vocabulary and parameters of straightness.

This part of Pakistan Standard defines the terms and concepts related to straightness of individual integral features and covers complete straightness profiles only i.e. geometrical characteristics of features of type line.

PS;4069-2010
Plastic Potable Water (1st Rivision)



This Standard specifies the requirements for the plastics water bottles used for carrying water for drinking purposes.

PS: 4293-



Aggregate for Masonry Grout PS:4293-1998

This specification covers aggregates for use in grout for masonry

4395-2010 ®



Polyethylene Bags (1st Revision) 

PS: 4403/2010


Unitary Air Conditioning Equipment 2nd Revision
This standard applies to factory made residential, commercial, and industrial air-conditioners or matched assemblies defined in 3.1.

PS: 4461/2-2009
Non-woven and Knitted Fusible Interlinings.


This part of Pakistan Standard specifies requirements for nonwoven fusible interlinings for uniform clothing for large users such as Government departments, fire services, hospitals and local authorities. Technical requirements are tabulated in Table I and recommended uses in Table 2

PS: 4461/3-2009
Woven and Knitted Fusible Interlinings.


This part of Pakistan Standard specifies requirements for woven and knitted  fusible interlinings clothing for large users such as Government departments, fire services, hospitals and local authorities. Technical requirements are tabulated in Table I and the materials are listed in Table 2 according to the garments for which they are recommended.

PS: 4461/4-2009
Woven Sew-in Interlinings.


This part of Pakistan Standard specified requirement for woven sew interlinings which are suitable for uniform  clothing for use in for example, this public sector construction and performance requirement are given in Table I. appending A give recommended uses for this specified fabrics and patterns

PS:4625-1/2000
                  Compressed Natural Gas – Safety rules 1992 –

Standard code of practice Part-1 CNG refulling       stations.

PS: 4639- 2004


Bottled Drinking Water (R).


This Standard prescribes the requirements and method of sampling and test for Bottled Drinking Water (R).
PS:4707/2008 


Two wheeler Auto vehicles. (2nd Rev.)

This Standard specifies the requirements for Two-Wheeler Auto Vehicles (Motorcycles). This standard specifies requirements, marking, labeling, sampling and criteria for conformation. This standard covers only motorcycles with an unladen mass of less than400kh a maximum designed speed exceeding 40 km per hour and cylinder capacity up to 150 cc. This standard covers safety requirements and limitation of emission of gaseous pollutants.

PS:4708/2008



Three wheeler Auto vehicles. (2nd Rev.)

This Standard specifies the requirements for Three-Wheeler Auto Vehicles (Autorikshaw). This standard specifies requirements, marking, labeling, sampling and criteria for conformation. This standard covers only Autorikshaw with a kerb  mass of less than equal to 680 kg  maximum designed speed exceeding 40 km/hour (2.5 m.p.h)  and cylinder capacity up to 175 cc. This standard covers safety requirements and limitation of emission of gaseous pollutants.

PS: 4835- 2007


Method of Test for Honey
This Standard prescribes the requirements and method of sampling and test for Method of Test for Honey.

PS- 4836- 2007


Aspartame, Food grade 


This Standard prescribes the requirements and method of sampling and test for Aspartame, Food grade.

PS: 4837- 2007


Sorbitol, Food grade.

This Standard prescribes the requirements and method of sampling and test for sorbitol, Food grade.

PS: 4838- 2007


Canned Mangoes. 

This Standard prescribes the requirements and method of sampling and test for canned Mangoes.

PS: 4839- 2007


Corn. 

This Standard prescribes the requirements and method of sampling and test for corn.

PS: 4840- 2007


Bread Rusks. 

This Standard prescribes the requirements and method of sampling and test for Bread Rusks.

PS: 4841- 2007


Dried sage (Whole & Ground).

This Standard prescribes the requirements and method of sampling and test for Dried sage (Whole & Ground).

PS: 4842- 2007


Dried Sesame seeds (Dehulled). 

This Standard prescribes the requirements and method of sampling and test for Dried Sesame seeds (Dehulled).

PS: 4843- 2007


Degummed Crude Soyabean oil.
This Standard prescribes the requirements and method of sampling and test for Degummed Crude Soyabean oil.

PS: 4844- 2007


General Standard for the Labelling of and claims 

for prepackaged Foods




This Standard prescribes the requirements and method of sampling for General Standard for the Labelling of and claims for prepackaged Foods

PS:4845/2007


Four wheeler automobile/commercial vehicles 

PS: 4846:2007
Laboratory Glassware Principals of Design and Construction of Volumetric Glassware.

This Pakistan Standard sets out principal for drawing up specification for article of volumetric glassware.

PS: 4846:2007
Standard for Sanitary Taps.

This Specification covers to specify the dimensional, water tightness, pressure resistance, hydraulic, mechanical strength mechanical endurance and caustic characteristic  with which single tape and mixers.

PS: 4847:2007
Standard Test Method for Bulk Density (Unit 

                                                            Weight) and Avoids in Aggregates.


This test method covers the determination of bulk 

                                                            Density (unit weight) of aggregates; compacted of lose

                                                            Condition.

PS: 4848:2007
Standard for Test Method for Surface Moisture in Fine Aggregates.


This test method covers the field determination of the


 amount of surface moisture infine aggregates.

PS: 4849:2007
Standard for Test Method for Specific Gravity of 



Coarse Aggregates.


This test method covers the determination of specific 


gravity and absorption coarse aggregates.

PS: 4850:2007

Standard for Test Method for Specific Gravity of



Fine Aggregates.


This test method covers the determination of bulk and a

apparent specific gravity ,23/23oC(73.4/73.4oF) and absorption of fine aggregates.

PS: 4851:2007
Standard for Test Method for Petrographic 

                                                            Examination  of Aggregates for Construction.

This guide outlines procedures for the Petrographic examination of samples.


PS: 4852-2007
Worsted (Swati) Shawls.
PS: 4853-2007
Mazri Cloth (Blended).
PS: 4854-2007
Cotton Table Clothes, bleached, dyed & striped.
PS: 
Specification for Port Land Cement.
PS:4857/2008



Gas Cooking Ranges

This standard covers construction, operation, safety requirements and tests for domestic cooking ranges having oven with thermostat. The use of with natural gas having a gross calorific value between 850-1150 Btu/Cu ft supplied at a pressure not exceeding 14” water column.

PS:4858/2008 


Gas fired Room Heaters


.

PS:4859/2008



Gas fired Room Heaters – vented type

These requirements will be applicable in addition to all requirements laid down in “Gas Appliance – General requirement” unless otherwise hereinafter specified

PS:4860/2008



Gas Appliances – General Requirements

These requirements shall apply to all domestic and commercial gas appliances for use with Natural Gas having a gross calorific value between 850-110 Btu/Cuft supplied at a pressure not exceeding 14” W.C.

PS:4861/2008
Determination of gold in gold jewellery alloys –

 

                  Cupellation method (fire assay).

This Pakistan Standard specifies a cupellation method (fire assay) for the determination of gold in gold jewelry alloys. The gold content of the alloys should preferably lie between 333 and 999 parts per thousand(0/00)

PS:4862-1/2008

            Conical fittings with a 6% Luer) tape for 

                                                      Syringes, needles & certain other medical

                                                      Equipment



                  Part-1 General Requirements. (first edition 15-06-

                                                      1986)

This part of PS 1368/1975 specifies requirements for conical fittings with a 6% (Luer) taper for use with hypodermic syringes and needles and with certain other apparatus for medical use  such as transfusion and infusion sets.

It covers conical fittings made of rigid and of semi-rigid materials and includes test methods for gauging and performance. It excludes provision for more flexible or elastomeric materials.

PS:4862-2/2008    
                 Conical fittings with a 6% Luer) tape for 


      
                 Syringes, needles & certain other medical 



                 Equipment Part-2 Lock fittings.

This part of PS 1368/1975 specifies requirements for conical lock fittings with a 6% (Luer) taper for use with hypodermic syringes and needles and with certain other apparatus for medical use  such as transfusion and infusion sets.

The requirements apply to fittings made of rigid and of semi-rigid materials and include test methods, but exclude provision for more flexible or elastomeric materials.

PS:4863/2008
Specification for stretchers & Other patient  handling equipment used In road ambulances.

This Pakistan Standard establishes a colour code for the identification of single-use hypodermic needles of nominal outside diameters in the range 0.3 mm to 3,4 mm. It applies to normal-walled, thin-walled and extra-thin-walled needles and  to opaque and translucent colours.

PS:4864/2008
                 Sterile dental injection needle  for single use.

This Pakistan Standard gives dimensional and performance requirements for sterile, single-use injection needles for dental cartridge syringes for injection of dental anesthetics. It does not cover needles for special application or techniques.

PS:4865/2008
                 Hypodermic needles for single use – color coding 



                 for identification.

PS:4867-1/2008
                Surgical Instruments metallic materials  



                Part-1 Stainless Steel.

                                                          This part of PS 2913/1998 Part-1 contains a survey

                                                          and a selection of stainless steels available for use in

                                                          the manufacturer of surgical, dental and specific

                                                          instruments for orthopedic surgery.

PS:4867-2/2008


Surgical Instruments Part-2 Specification for

  
                      instruments with Pivot joints (excluding cutting

                                                             instruments).

This Part of PS specifies requirements for surgical instruments made of stainless steel and having pivot joints, such as artery forceps, needle holders, mouth gages and other instruments of similar design, but excluding cutting instruments, such a s scissors, shears and bone nibbling forceps (bone rongeurs).

PS:4867-3/2008


Surgical Instruments Part-3 Specification for 

                                                            dissecting forceps.




This Part of PS specifies requirements for stainless




steel dissecting forceps used in surgery.

PS:4869/2008



Semi-Trailers, Full-Trailers  General

                                                            Requirements.

PS:4870/2008


Commercial Vehicles (L.C.V.)   EDB Document




General Requirements

PS: 4871- 2008


Neotame food grade. 

This Standard prescribes the requirements and method of sampling and test for Neotame food grades.

PS: 4872- 2008


Fortified Wheat Atta

This Standard prescribes the requirements and method of sampling and test for Fortified Wheat Atta.

PS: 4873- 2008


Dairy Safety and standard for milk and milk

products.
This Standard prescribes the requirements and method of sampling for Dairy Safety and standard for milk and milk products. 

PS: 4874-2008
Ajrak Cotton Cloth Block printed.


This Pakistan Standards prescribes the constructional particulars and other requirements of f3 varieties of Ajrak. This standard does not specify the general appearance; feel, finish, shade , design, colour printing, etc. of the cloth as agreed to between the buyer and the seller.

PS: 4875-2008
Jacquard cotton cloth, Bleached/dyed.


This standard covers the manufacturing particulars and other details of Jacquard Cotton Cloth.

PS: 4876-2008
Method of test-Detection of banned Azodye stuff/Colourants in coloured textiles.

PS: 4877-2008
Polypropylene Woven Laminated Sacks for packing cement.


This standard prescribed the requirements of Polypropylene woven laminated sacks for packing Cement.

PS: 4878-2008
Water absorption of terry fabrics (Water Flow) Test Method.


This test method is determine the ability of a fabric to rapidly absorb and retain water from surface such as human skin, dishes and furniture.

PS: 4879-2008
Textiles-Cotton, Jute and Polypropylene Woven Sacks-Method for drop test.


This standard prescribes constant drop height and progressive drop height methods for conducting drop test on filled cotton, jute and polypropylene bags under controlled and reproducible conditions.

PS: 4880-2008
Polypropylene Woven Sacks for transport of food items [1st amendment in 2009].


This standard covers the general characteristics, requirements and methods of test for sacks made of tubular woven polypropylene fabric and having a filling mass from n10 to 80 kg intended for transport of food items such  as Wheat, Rice, Wheat flour, Soogi, Maida, Choker, Pulses, Salt and Edible (except sugar) etc.

PS: 4881:2008
Lime Putty for structural purposes
This specification covers lime putty products made from hydrated lime or quick lime products.

PS:4882:2008
Mixing Rooms, Moist cabinets, moist rooms and 

                                                            water storage tanks used in the testing of Hydraulic 

                                                            cement and concrete.


This specification covers requirements for moist cabinets, moist rooms and water storage tanks used for storage paste, mortar and concrete test specification.

PS:4883:2008
Chemical Admixtures for concrete


This specification covers materials for use in chemical 


admixtures to be added to hydraulic cement concrete 

                                                            mixtures in the field.

PS: 4884:2008
Standard sand for testing cement specification 


This Standard lays down requirement for standard sand

                                                            in testing of cement.

PS:4885:2008



Concrete sewer and strain drain and culvert pipes 

(M)

This specification covers nonreinforced concrete pipe intended to be used the conveyance of sewage, industrial wastes , stair water and for the construction of culvert.

PS:4886:2008



Spun cast prestressed concrete poles.






This specification covers spun cast prestressed concrete 

poles for use as structural supports for streetlights.

PS:4887:2008



Reinforced concrete, culvert, strain drain and sewer

pipe (Matric)






This specification covers reinforced concrete pipe 

intended to be used for the conveyance of sewage, industrial wastes and strain water.
PS:4888:2008



Ready mix concrete


This specification covers ready mixed concrete manufactured additive to a purchase in freshly mixed and unhardened state as herein after specified.

PS:4889:2008



Liquid membrane forming compounds for curing 






Concrete.







This specification covers liquid membrane forming 

compounds suitable for application to concrete surface.

PS:4890:2008



Packaged, dry, rapid hardening cementation 

materials for concrete pairs.


This specification covers packaged, dry, cementitious  mortar or concrete materials for rapid repairs to hardened, hydraulic cement.

Ps:4891:2008                                     Precast concrete water and waste water structures


This specification covers the recommend design 


requirements and manufacturing practices.

PS:4892:2008
Admixtures for shotcrete

This specification covers materials proposed for use as admixtures to be added to a Portland cement shotcrete mixture for the purpose of altering the properties of the mixture.

PS: 4893:2008


Flat Non-asbestos Fiber Cement Sheet

This specification covers either untextured or surface textured non asbestos fiber cement flat sheets intended for use exterior application.

PS:4894:2008
Mixing plants for hot mixutred, hot laid bituminous paving mixtures.


This specification covers requirements for plants suitable for producing hot mixed hot laid bituminous paving mixtures.

PS:4895:2008
Sewerage and Manhole Brick (Made from clay or shale)


This specification covers bricks intended for use in drainage structures.

PS:4896:2008
Architectural Cast Stone


This specification covers the requirements , sampling, testing and visual inspection of architectures cast stone. 

PS:4897:2008



Admixtures for Masonry Mortars

This specification pertains to admixtures for Masonry mortar.

PS:4898:2008



Clay roof Tiles

This specification covers clay tiles intended for use as roof covering where durability and appearance are required to provide a whether resistance.

PS:4899:2008
Aggregates for Single or Multiple Bituminous surface treatment.


This specification covers the quality and sizes of crushed stones crushed slag, crushed expanded shale, crushed expanded clay, crushed expanded state, and crushed unexpanded gravel suitable for use as segregates.
PS:4900:2008
Performed Spang Rubber and cork  expansion joint fillers for concrete paving and structural construction.


This specification covers preformed expansion joint filler for the following three types for use in concrete, bricks or stone construction . (1) type-1: Spang Rubbor (2) Type II- Cork, (3) Type III – Self expending cork.

PS: 4974-2009
Crepe Bandages.


This standard covers requirements pertaining to material, construction and performance of crepe bandage for surgical dressings.


PS: 4975-2009
Cotton Sponge Clothes bleached, striped, checked and dyed.


This standard prescribes constructional detail and other particulars of three varieties of Cotton Sponge cloth, bleached, striped, checked and dyed.

PS: 4976-2009
Polypropylene woven bags for packing of cotton / blended yarn (Cone).


This standard prescribes the requirements of Polypropylene woven sacks suitable for packing Cotton/Blended yarn in Cones.

PS: 4977-2009
Polypropylene woven fabrics for wrapping/covering- Specification.

This standard prescribes constructional details and other particulars of Polypropylene fabrics generally used in the wrapping/covering of textile fabric bales, rolls and others purposes.

.

PS: 4978-2009
Polypropylene woven sacks for packing cement (non-laminated) – Specification.

This standard prescribes the requirements of Polypropylene woven sacks for packing Cement.

PS: 4979-2009
Textile Floor Coverings-Vocabulary. (Direct adoption)?
PS: 4980-2009


Potassium permanganate KMNO3

This Pakistan standard prescribes the requirements and the methods of sampling and test for potassium permanganate.


PS: 4981-2009


Plastic Feeding Bottles.

This Pakistan Standard specifies requirements, methods of test sampling, for Plastic Feeding Bottles used for nursing infants / babies.


PS;4982-2009



Varnishes and raw material for Paint and

                                                            Varnishes sampling

This Pakistan Standard describes manual methods for sampling paints, varnishes and raw materials for paints and varnishes,. Such products include liquids and material which, without undergoing chemical modification, are capable of being liquefied when heated up, and also powdered, granulated and pasty material samples may be taken from containers, e.g.. cans, drums, tanks, containers, tank, wagons or ships tanks, as well as from barrels, sacks, big bags, silos or silo wagons, or from conveyor belts.


PS:4983-2009



Natural Rubber latex concentrate centrifuged or

                                                                  cream ammonia pressure type.


This Pakistan Standard gives specification for natural rubber latex concentrate types which preserved wholly or in part with ammonia and which have been produced by centrifuging or creaming.

PS:4984-2009



Leather- Wet blue goat skin.

This Pakistan Standard specifies requirements, methods of sampling and methods of sampling and methods of test for wet blue leather produced form goat skins tanned without hair and wit the use of basic chromium sulfate as the primary tanning agent.

PS: 4985/1-2009
Oil of Spearmint (part-1) Native type (Menthe  spicta L



This Pakistan Standard specifies certain characteristics of the oil of spearmint, native type (menthe spicata L.), in order to facilitate assessment of its quality.

PS:4985/2-2009


Oil of Spearmint (part-2) Chinese type (80% &






 60%)  


This Pakistan Standard specifies certain characteristics of the oil of spearmint, Chinese type (80% and 60%) (Mentha viridis L, var crispa Benth), redistilled oil in order to facilitate assessment of its quality.

PS;4985/3-2009


Oil of Spearmint (part-3) Indian type (menthe






 Spicata)

This Pakistan Standard specifies certain characteristics the oil of spearmint, Indian type (menthe spicata L.), redistilled oil, in order to facilitate assessment of its quality.

PS:4985/4-2009


Oil of Spearmint (part-4) Scotch Veriet 






methex gravcllin)

This Pakistan Standard specifies certain characteristics of the oil of spearmint, native type (menthex spicata Sole.), in order to facilitate assessment of its quality


PS;4986-2009



Synthetic detergent for General purpose.

This Standard prescribes requirements and methods of sampling and test for synthetic anionic detergents for general purposes.







PS:4987-2009



Sodium oleosterate Technical (Soap Noodles)

This Standard covers requirements for sodium oleostearate, technical (soap noodles) used as an intermediate produces for subsequent conversion into a marketable soap.
PS;4988-2009



Gas turbine fuel for industrial and marine





 application 

This Pakistan Standard specifies the requirements for petroleum fuels for gas turbines (See ISO 3977) used in pubic Utility, industrial and marine applications, It does not cover requirements for gas turbine fuels for aviation use. This standard is intended for the guidance of users such as turbine manufacturers, and suppliers and purchasers of gas turbine fuels.
PS:4989-2009



Boric acid for cosmetics industries 

This  Standard prescribes the requirements and the methods of sampling and test for boric acid for cosmetic industry.
PS;4990-2009



Dicalcium phosphate for dentifrice.

This Standard prescribes the requirements and the methods of sampling and test for dicalcium phosphate for dentifrice.

PS;4991-2009



Monoammonium phosphate.
This Pakistan Standard prescribes the requirements and methods of test for Monoammonium phosphate for use as fertilizer. 

PS:4993-2010



Ethanols blend motor gasoline (E-10)

PS:4994:2009
Low-Alloy Steel Deformed and Plain Bars for 



Concrete Reinforcement


This Specification covers deformed and plain low alloy

steel bars in cut length  or coiled for concrete reinforcement.

PS:4995:2009



Coal Fly Ash and Raw or Calcined Pozzolan






This Specification covers coal flayash or calcined 

Natural pozoolane for use mineral admixtures in 

concrete where cementanious  action.    

PS:4996:2009
Poly(Vinyl Chloride) (PVC) Sewer Pipe and Fittings


This Specification covers requirements and test 


methods for material in dimensions, workmanship



chemical resistance and joint tightness.


PS:4997:2009
Materials for Bridge Deck Waterproofing


Memberane Systems


This Specification covers deck water proofing


Membrance system designed for use and bridge deck


which will receive an asphaltic concrete overlay.


PS: 4998:2009
Resilient Connectors     Reinforced Concrete Manhole


Structures, Pipes, and Laterals.

This Specification covers the minimum performance and material requirements for resilient connectors.

PS:4999:2009
General Requirements for Prestressed Concrete


Poles Statically Cast.

This Specification covers general requirements for prestressed concrete poles statically cast for use as structural supports for lights.

PS:5000:2009
Non-Asbestos for Fiber Cement Under Drain Pipe

This Specification covers non asbestos fiber cement. perforated and plain pipe intended for use in the convance of drainage water.

PS:5001:2009



Non-Asbestos Fiber Cement Conduit

This Specification covers non asbestos fiber cement conduit for use in electric power system.

PS:5002:2009



Non-Asbestos Fiber Cement Non Pressure Sewer 

Pipe

This Specification covers requirements relating to non-asbestos fiber cement non-pressure sewer pipe, joints and fittings.

PS:5003:2009



Packaged, Dry, Combined Materials For Mortar

and Concrete

This Specification covers the production properties packaging , and testing of packaged, dry combined materials for concrete and mortars

PS:5004:2009



Concrete Made By Volumetric Batching and 

Continuous Mixing

This Specification covers concrete made from materials continuously batched by volume, mixed in a continuous mixer and delivered to the purchaser.

PS:5005:2009



Rubber Rings for Asbestos Cement Pipe

This Specification covers non reinforced concrete pipe with
 rubber basket joints to be used for the convance of irrigation water.

PS:5006:2009



Sampling Chrysotile Asbestos

This Specification covers procedures for taking a composite or a mater composite at the mine or at the factory.
PS:5007:2009



Nonreinforced concrete irrigation pipe with Rubber

Gasket Joints (Metric)

This Specification covers non reinforced concrete pipe with rubber gasket  joints to be used for the convance of irrigation water.

PS:5008:2009



Concrete Pipe for Irrigation or Drainage (Metric)

This Specification covers non reinforced concrete pipe to be used for irrigation 


PS:5009:2009



Plowable, Raised Retro reflective Pavement 

Markers

This Specification covers a type of plowable, retro reflective , raised pavement marker for lane marking or delineation.
PS:5010:2009



Preformed Retro reflective Pavement Marking Tape 

for Extended Service Life

This Specification covers white or yellow performed retro reflective pavement marking tope, when applied to a road surface.

PS:5011:2009



Test Method for Sealants and Fillers, Hot-Applied, 

for Joints and Cracks in Asphaltic and Portland Cement Concrete Pavements.

These test method cover test for hot applied types of joints and cracks-sealants and fillers.

PS:5012:2009



Concrete Roof Tiles

This Specification covers concrete tiles intended for the use as roof covering where durability and appearance are required.

PS:5013:2009



Concrete Roof Pavers

This specification covers concrete root pavers that are machine made from hydraulic cement, water and suitable mineral aggregates.

PS:5014:2009



Structural Clay Facing Tile

This specification covers structure clay load bearing facing tile.

PS:5015:2009



Concrete Masonry for Construction of Catch Basins

and Manholes.
This specification covers solid precast segmental concrete masonry units 

PS:5016:2009



Concrete Aggregates

This specification define the requirements for grading and quality of fine and coarse aggregates (other than lightweight or heavy weight aggregates)

PS:5017:2009



Nontraditional Coarse Aggregates for Bituminous

                                                            Paving Mixtures

This specification covers the use of coarse aggregates not traditionally used in bituminous paving mixtures.

PS:5018:2009



Steel Slag Aggregates for Bituminous Paving 

Mixtures

This specification covers crushed steel, slag coarse and fine aggregates suitable use in bituminous paving mixtures.






PS:5019:2009



Flow Grout for Preplaced Aggregates Concrete (Flat 

                                                            Cone Method)

This test method covers a procedures, used both in the lab and in the field.

PS:5020:2009



Descriptive Nomenclature for Constituents of 

                                                            Concrete Aggregates

This descriptive nomenclature provides brief description of some of the more commonly occurring, or more important natural, and artificial materials.

PS:5021:2009



Joints in building - Principles for jointing of 

                                                            building components – Accommodation of 

                                                            dimensional deviations during construction

This draft Pakistan Standard is one of a series dealing with general rules and principles for the jointing of building components.

PS:5022:2009



Tolerances for building Part 1: Basic principles for

evaluation and  specification  


This specification describes the nature of dimensional variability in building.
PS: 5156- 2010


Energy Drinks (Halal)






This Standard applies to energy Drinks.

PS: 5157- 2010


Sports Drinks (Halal)






This Standard applies to Sports Drinks. 

PS: 5158- 2010


General Guidelines for Use the Term (Halal)

These guidelines recommend measures to be taken on the of Halal claims in food labeling. 

PS: 5159- 2010


Olive Oil, Virgin and Refined and for Refined olive-

Pomace Oil

This Standard applies to virgin olive, refined olive oil, refined olive-pomace oil. Blends of refined olive oil and virgin olive oil and blends of refined olive –pomace oil and virgin olive oil. 

PS:  5160/2010 


Solar water Heater for Dwellings based on  JIS 4111

This standard specifies the solar water heaters, (hereafter referred to as “water heaters”) to be mainly used for hot water supply for detached dwellings.

PS: 5161/2010 


Solar storage tank based on JIS 4113

This standard specifies solar storage tanks of direct storage type, indirect storage type, etc. for solar system to store heat energy as sensible heat by using a liquid not exceeding boiling point in atmospheric pressure at not more than 10 m in head pressure as the heat storage medium, hereinafter referred  to as the “storage tanks”. Therefore, this standard does not apply to storage tanks using heat storage medium to utilize latent heat. The storage tanks herein mean storage tanks not more then 1000/ in capacity including those for hot-water supply and for heat storage and also include those assembled integrally with auxiliary heat source apparatus.

PS: 5162/2010 


Stationary lead acid battery value reguted types.   

This Pakistan standards applies to all stationary lead-acid cells and monobloc batteries of the valve regulated type for float charge applications. (i.e. permanently connected to a load and to a d.c. power supply), in a static location (i.e. not generally intended to be moved from place to place) and incorporated into  stationary equipment or installed in battery rooms for use in telecom, uninterruptible power supply (UPS), utility switching, emergency power or similar applications.

PS: 5163-2010


Rubber Adhesives

This specification prescribes the requirements and methods of sampling and test for solvent based rubber adhesives used for general purposes.

PS: 5164-2010


Oil of Magnolia Flower China type (Michelia x Alba 






DC) 

This Pakistan Standard specifies certain characteristics of the oil of Magnolia flower, China type (Michelia x alba DC)(, in order to facilitate assessment of its quality.

PS:5165-2010



Oil of Origanum, Spanish type

This Pakistan Standard specifies certain characteristics of the essential oil of origanum, Spanish type [Coridothymus capitatus (L) Rchb, F,], with a view to facilitating the assessment of its quality.
PS:5166-2010



Oil of Galbanum (Frenla Galbaniflua Boics ET. 
                                                             Bushe)

This Pakistan Standard specifies certain characteristics of the oil of Galbanum, (Ferula galbaniflus Boiss, ET Buhse) in order  to facilitating the assessment of its quality.
PS:5167-2010



Oil of Bitter Fennel (Foeniculum Vulgare mill SSP 






Vulgare var Vulgare)

This Pakistan Standard specifies certain characteristics of the oil of bitter fennel (Foeniculum vulgare mill, Ssp. Vulgare var vulgare), In order to facilitate assessment of its quality.

PS:5168-1/2010


Antibacterial Toilet Soap Solid Cake (Part -1)
This standard prescribes the requirements and methods of sampling and test for antibacterial toilet soap, solid cake. 

PS:5168-2/2010


Antibacterial Toilet Soap Liquid (Part-2)

This standard prescribes the requirements and methods of sampling and test for antibacterial liquid toilet soap It does not cover shampoo and products intended for specific purpose such as those for industrial and surgical uses. 

PS; 5169-2010


Lanolin Anhydrous For Cosmetics Industry  



This standard prescribes the requirements and the




 methods of sampling and test for anhydrous lanolin for




 cosmetic industry.

PS: 5170-2010 
Principals concerning choice, official recognition, use and conservation of measurement standards

This purpose of this Pakistan Standard is to give general advice and information concerning the choice, official recognition , use and conservation of reference and working standards, i.e. measurement standards of lower order (secondary, tertiary, etc) used by the national services of legal metrology and calibration centers empowered by law, and by other authorized metrological services, in fulfilling their duties.

PS: 5172:2010


Laboratory glassware – Burettes

This Pakistan Standard provides metrological and construction requirements for an internationally acceptable series of burettes, suitable for general laboratory purpose.

PS: 5173:2010


Plastic Laboratory Ware Disposable Serological \




pipettes.

This Pakistan Standard Specifies requirements for disposable plastics serological pipettes, gauged to deliver suitable for general laboratory purposes.

PS: 5175:2010
Laboratory Glassware- Disposable Microhaematocrit  capillary tubes

This Pakistan Standard specifies requirements for disposable plastics serological pipettes, gauged to delver suitable for general laboratory purposes.

PS: 5176-2010 


Measuring system for  the mass of liquids in tanks






Scope not available in the Standard.

PS: 5177:2010 


Pressure Balances


This Pakistan Standard applies to pressure balances equipped with a simple-type or a re-entrant type piston cylinder assembly, with direct loading, and which are used for measuring gauge pressure in their range from 0.1 Mpa to 500 Mpa. This Standard specifies the meteorological and technical requirements applicable to these instruments, the methods for their testing, and the format of the test report. It also applies to the adjustment of weighs used with pressure balances and to the calibration of pressure balances in case where high accuracy is required.

PS: 5178:2010
Fluid flow in closed conduits – connections for pressure signal transmission between primary and secondary elements.

This Pakistan Standard sets out provisions for the design, layout and installation of a pressure signal transmission system, where by a pressure signal form a primary fluid flow device can be transmitted by known techniques to a secondary device safety and in such a way that the value of the signal is not distorted or modeled.

PS: 5179-2010


Total Radiation Pyrometer

This Pakistan Standard applies to total radiation pyrometers that measures radiance temperature by marking use of the relationship between the radiance of the source, (integrated over the major party of spectrum of thermal radiations) and its temperature.

PS: 5180:2010
Clinical electrical thermometers with maximum device.

This Pakistan Standard specific the metrological and technical requirements for clinical electrical thermometers with a maximum device, such instruments are designed to measure, human or animal body temperature. They indicate a maximum temperature measured after a steady state is reached or predicated after a time specific to the design of the instrument. Until  the maximum temperature is indicate, the actual temperature may be indicated by the thermometer.

PS: 5181:2010
Standard solutions reproducing the conductivity of electrolytes.

Scope not available in the standard.

PS: 5182:2010
Atomic absorption spectrometers measuring metal pollutants in water

This Standard provides requirements for defining, testing and verifying the performance of atomic absorption spectrometers (AAS system) when used for legal measurements of metal pollutants in water. It does not intend analysis. An ASS system can be applied simply and rapidly for the determination of a large variety of metals in drinking, surface and saline waters as well as domestic and industrial waste water (1-5) measurement methods are beyond the scope of this standard however, reference to some relevant measurement methods is provided in Annex A.

PS: 5183:2010
Condition monitoring and diagnostics of machine – general guidelines on using performance parameters.

This Pakistan Standard describes the general conditions and procedures for recording, assessment, evaluation and diagnostics of machine condition by measuring parameters related to machine performance, conditions and safety, including thermal, electrical and hydraulic parameters where Applicable.

PS: 5184:2010
Human response to vibration – measuring instrumentation

This Pakistan Standard specifies the performance specification and tolerance limits instruments designed to measures vibration values, for the purpose of assessing human response to vibration. It includes requirements for pattern evaluation, periodic verification and in situ checks, and the specification of vibration calibrators for in situ checks.

PS: 5185:2010


Pure Tone Audiometers

This Pakistan Standard deals pure tone audiometers.

PS: 5186:2010


Sound Calibrators

This Recommendation deals with sound calibrators, i.e. devices designed to produce a known effective sound pressure level or levels as a specified frequency when coupled to specified types of microphone in specified configuration (e.g. with or without protective grid). Such device are used for the acoustical calibration of microphones and sound measuring instruments. The recommendation contains an appropriate test scheme for pattern evaluation and verification.

PS: 5187-1-2010
Optics and optical instruments test lenses for calibration of focimeters- Part-1: Test lenses for focimeters used for measuring spectacle lenses.
This part of Pakistan Standard specifies requirements for test lenses for the calibration of focimeters that are used for the measurement of spectacle form lenses.

PS: 5187-2-2010
Optics and optical instruments. Test lenses for calibration of focimeters- Part-2 Test lenses for focimeters used for measuring contact lenses.
This part of Pakistan Standard Specification requirements for test lenses for focimeters that are used to measure contact lenses. These test lenses are used to find the precise correction values that are needed to convert the power values measured to back vertex power values, as defined in clause 3.

PS: 5188:2010


Fixed storage tanks general requirements






Scope not available.

PS: 5189:2010


Compressed natural gas (CNG) measuring system

for vehicles.

Scope not available in the standard.

PS: 5190:2010


Road and Rail Tankers

This Standard concerns tankers for the transport by rail or road of liquid products and used (in addition to their functions as carriers) as measuring instruments subject to national metrological controls, and tankers whose effective volumes must be known in order to determine their maximum permissible filling loads for reasons of transport safety.

PS: 5192:2010
The use of certified reference materials infields covered by metrological control exercised by national services of legal metrology. Basic principals.

This Pakistan Standards sets out guidelines for the development of legal requirement applicable to certified reference material (CRMs) used in the framework of metrological activities covered, in conformity with national laws, by the metrological control and supervision exercised by a national services of legal metrology.

PS: 5193:2010
Principles for the establishment of hierarchy schemes for measure instruments

Scope not available in this standard.

PS: 5194:2010

Fields of use of measuring instruments subject to 

   

verification

Scope not available in the standard.

PS:5195:2010



Petroleum measurement systems – Calibration – 
Temperature Corrections for use when Calibrating Volumetric Proving Tanks.

This Pakistan Standard specifies multiplication factors for the correction of the volume of water transferred from a primary measure to a tank for changes arising from temperature differences during the determination of the capacity of the tank at reference temperature.

PS: 5196:2010
International Vocabularies of Terms in Legal Metrology.

The Scope of legal metrology may be different from country to country. The competent bodies responsible for legal metrology activities or part of these activates are usually called legal metrology services.

Part of metrology relating to activities which result form statutory requirements and concern measurement, units of measurement, measuring instruments and methods of measurement and which are performed by competent bodies.
****************************
